Set the machine's USB connection  (USB port    com3)
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Why will carve characters to distort or not the seal?
1. the knife presses is too big, either the knife point is too long, either the floor too loot (sticks has pastes remnant rubber immediately) or pastes immediately is too soft, causes the bearing department paper surface shuttle to receive the oversized resistance to distort and to fall behind emery roll's rotation, creates the glyph distortion and not the seal. 
2. the software establishment is not suitable. (as stated in the text peaceful, and knife point compensation closure compensation value too has not been big) 
3. the car leather belt is too loose; Or the emery roll bolt becomes less crowded; Or on the electricity engine shaft the gear becomes less crowded, will cause the car or the emery roll cannot follow the electrical machinery movement to create the glyph distortion accurately and not the seal.
4. the electrical machinery loses the step to create.
5. the glyph is not distorted, but the seal, is not the software closed compensation value too small result (article peaceful).
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If your machine presents above effect, please press the following method to carry on the software establishment
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Why will doodle? 
1. software establishment is not suitable; If supports the DM/PL language to carve characters elected machine, or chooses the corresponding model to carve characters machine, also like the knife point compensation should close
(low speed to engrave below 1CM small character to be possible to open knife point compensation, but compensation value should reasonable); 
2. string and the mouth also connects; 
3. the quarter draws the document not to output namely is broken; 
4. and the mouth is transmitting when the data has carried on the operation to the keyboard; 
5. carves characters the software to have the damage, or the computer has the virus infection; nearby 
6. the electric welding, or has the Blower, the engine bed and other power tool disturbance. (use and mouth communication are sensitive to external interference, if external interference is strong, suggested that uses serial port communication); 7. has used for parts the inappropriate voltage-stabilized source, if the electrical appliances with the protected type voltage-stabilized source, instantaneous will have the intense disturbance in the relay make-and-break, will cause the communication data to make a mistake;
Why will produce runs the leaning phenomenon? 
1. pastes immediately starts namely not to put positively; the 60cm paper like puts oblique 0.6mm, will walk the paper 5 meters about to run 5mm; 
2. the floor too dirty or has pastes the remnant rubber immediately, causes when the paper movement the both sides receive not the balanced resistance, causes to produce the crab gradually, about creates runs; 
3. pressure roller attrition aberration; Or the pressure roller does not pair, about will create runs; About the pressure roller should slightly have the cone-shape, outside big end of dynasty; 
4. the pressure roller pressure is small, the paper is produced easily the external force the crab; 
5. pastes after before around immediately the weight does not wait (for example, short is long, moreover engraves chart is complex, will create runs backward gradually, this time should better before a termination section of paper counterweight); 
6. the electrical machinery loses step causes runs.
Why will produce loses the step the phenomenon? 
1. the paper volume has not let loose, or the floor too dirty has pastes the remnant rubber immediately, either the leather belt is too tight, either the pressure roller pressure is too big; Causes the electrical machinery to receive the oversized resistance; 
2. the supply voltage is too low; 
3. the speed is too high, the knife to press is too big, the knife point to be too long, the paper to tow long, the spatial regulation speed to be too high too; 
4. the driving circuit is unusual. --Please relate with the dealer
Why engraves the character depth varies, some place back paper has engraved broken, but some aspect paper returns the wei period? 
1. the knife point stretches out the tool apron to be too long is the result. Correct method: Should move thick the paper the knife point swinging radius 2/3, guaranteed that the tremendous pressure will not engrave the paper broken, will then adjust the knife pressure, guaranteed that can engrave thoroughly in all positions the paper; 2. holds down strip has been engraved a ditch, or holds down strip newly pastes not evenly, holds down strip one side to put on the stair forms the incline.
Why some characters will engrave rottenly, or rotten angle? 
1. the knife point stretches out is too long; 
2. in the tool apron bearing takes into the impurity, causes the knife point rotation not to work causes the rotten angle; 
3. the article peaceful knife point compensation is oversized.
Line of characters more will engrave why are shallower? Or the picture is shallower? 
1. the tool apron or the pen place has not clamped, so that tool apron, in engraves draws in the process to slip upwardly gradually, more engraves is shallower; 
2. the burin has not inserted the arriving in the tool apron; So that engraves while shrinks, more engraves is shallower.[image: image7.png]



Please setting sharp angle and Max Length


 of each plotting








Please act according to you to correspond machine's model to carry on the establishment








